
touring²

Scope of delivery (single version) Scope of delivery (double version)

• 1 highpower² installed in a case
• 1 ec fan installed in the same case
• 2 10l empty canister
• 1 tank cap with quick coupling
• 1 fluid hose with quick coupling and grommet
• 1 Power cord with TrueOne plug
• 1 Power patch cable with TrueOne plugs
• 1 Wide jet nozzle
• 1 Noise-reducing nozzle
• 1 Operating instructions

• 2 highpower² installed in a case
• 1 ec fan installed in the same case
• 2 10l empty canister
• 2 tank cap with quick coupling
• 2 fluid hose with quick coupling and grommet
• 2 Power cord with TrueOne plug
• 1 Power patch cable with TrueOne plugs
• 1 DMX patch cable
• 2 Wide jet nozzle
• 2 Noise-reducing nozzle
• 1 Operating instructions

Please check the completeness of the delivery

Safety instructions
• Do not insert any pointed or long objects into the grilles of the fan

• Do not put any light objects near the machine. These could be sucked in by the fan or tossed away from it.

• Please follow the safety instructions in the manual of the highpower².

Technical data Technical data

Power Fog Machine 230V~, 50 Hz, 1x 3100 W Power Fog Machine 230V~, 50 Hz, 2x 3100 W

Power Fan 230V~, 50 Hz, 1x 450 W Power Fan 230V~, 50 Hz, 1x 450 W

Air volume Max. 1680 m³/h Air volume Max. 1680 m³/h

Dimensions  (LxWxH) 750 x 573 x 740mm
(Height incl. wheels 900mm)

Dimensions  (LxWxH) 750 x 573 x 740mm
(Height incl. wheels 900mm)

Weight 75 kg Weight 87 kg

The highpower² is already connected via the supplied PowerCon 
patch cable with the fan to the power-in plug of the case. At this 
point the fan is also connected to the mains. Connect the power 
cord to the power-in plug of the case.
The control cable of the fan is already connected to the control 
output of the highpower².

The left highpower² is already connected via the supplied 
PowerCon patch cable with the fan to the power-in plug of the 
case. At this point the fan is also connected to the mains. Connect 
one of the power cords to the power-in plug of the case.
Attention: To avoid overloading the supply line, you must 
connect the right-hand highpower² to a different phase of 
the mains supply using a separate power cord!
Never connect the touring² double to a multiple socket or 

a double wall socket!
The control cable of the fan is already connected to the control 
output of the highpower². A DMX patch cable connects both 
machines for the use in one DMX line.
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